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but only if using the fuel would not ad-
versely affect your ability to dem-
onstrate compliance with the applica-
ble standards. 

(c) When we conduct testing using 
natural gas, we will use fuel that meets 
the specifications in paragraph (a) of 
this section. 

(d) At ambient conditions, natural 
gas must have a distinctive odor de-

tectable down to a concentration in air 
not more than one-fifth the lower flam-
mable limit. 

[73 FR 37342, June 30, 2008] 

§ 1065.720 Liquefied petroleum gas. 
(a) Except as specified in paragraph 

(b) of this section, liquefied petroleum 
gas for testing must meet the speci-
fications in the following table: 

TABLE 1 OF § 1065.720—TEST FUEL SPECIFICATIONS FOR LIQUEFIED PETROLEUM GAS 

Item Value Reference procedure 1 

Propane, C3H8 ........................................................................... Minimum, 0.85 m3/m3 ............. ASTM D2163–05. 
Vapor pressure at 38 °C ............................................................ Maximum, 1400 kPa ............... ASTM D1267–02 or 2598–022. 
Volatility residue (evaporated temperature, 35 °C) ................... Maximum, ¥38 °C .................. ASTM D1837–02a. 
Butanes ...................................................................................... Maximum, 0.05 m3/m3 ............ ASTM D2163–05. 
Butenes ...................................................................................... Maximum, 0.02 m3/m3 ............ ASTM D2163–05. 
Pentenes and heavier ................................................................ Maximum, 0.005 m3/m3 .......... ASTM D2163–05. 
Propene ..................................................................................... Maximum, 0.1 m3/m3 .............. ASTM D2163–05. 
Residual matter (residue on evap. of 100 ml oil stain observ.) Maximum, 0.05 ml pass3 ........ ASTM D2158–05. 
Corrosion, copper strip .............................................................. Maximum, No. 1 ...................... ASTM D1838–07. 
Sulfur .......................................................................................... Maximum, 80 mg/kg ................ ASTM D2784–06. 
Moisture content ........................................................................ pass ......................................... ASTM D2713–91. 

1 ASTM procedures are incorporated by reference in § 1065.1010. See § 1065.701(d) for other allowed procedures. 
2 If these two test methods yield different results, use the results from ASTM D1267–02. 
3 The test fuel must not yield a persistent oil ring when you add 0.3 ml of solvent residue mixture to a filter paper in 0.1 ml in-

crements and examine it in daylight after two minutes. 

(b) In certain cases you may use test 
fuel not meeting the specifications in 
paragraph (a) of this section, as fol-
lows: 

(1) You may use fuel that your in-use 
engines normally use, such as commer-
cial-quality liquefied petroleum gas. 

(2) You may use fuel meeting alter-
nate specifications if the standard-set-
ting part allows it. 

(3) You may ask for approval to use 
fuel that does not meet the specifica-
tions in paragraph (a) of this section, 
but only if using the fuel would not ad-
versely affect your ability to dem-
onstrate compliance with the applica-
ble standards. 

(c) When we conduct testing using 
liquefied petroleum gas, we will use 
fuel that meets the specifications in 
paragraph (a) of this section. 

(d) At ambient conditions, liquefied 
petroleum gas must have a distinctive 
odor detectable down to a concentra-
tion in air not more than one-fifth the 
lower flammable limit. 

[73 FR 37342, June 30, 2008] 

§ 1065.740 Lubricants. 

(a) Use commercially available lubri-
cating oil that represents the oil that 
will be used in your engine in use. 

(b) You may use lubrication addi-
tives, up to the levels that the additive 
manufacturer recommends. 

§ 1065.745 Coolants. 

(a) You may use commercially avail-
able antifreeze mixtures or other cool-
ants that will be used in your engine in 
use. 

(b) For laboratory testing of liquid- 
cooled engines, you may use water 
with or without rust inhibitors. 

(c) For coolants allowed in para-
graphs (a) and (b) of this section, you 
may use rust inhibitors and additives 
required for lubricity, up to the levels 
that the additive manufacturer rec-
ommends. 

§ 1065.750 Analytical gases. 

Analytical gases must meet the accu-
racy and purity specifications of this 
section, unless you can show that other 
specifications would not affect your 
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